Split

Fairwind split

Standardne karakteristike

* ON/OFF split sistem: panel F1
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Plazma (opcionalno)

Visokom voltazom stvara elektrostaticku zonu, apsorbuje i eliminise prasinu, dim i cestice polena. Istovremeno osvezava vazduh

uklanjanjem mirisa duvana, otpadaii sl.
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Detektor gubitka freona

Grejaé tacne

spoljne jedinice

Elektronegativni

filter

Sa ovom novom tehnologijom, unutrasnja jedinica pokrece alarm kada gubitak freona dostigne odredeni procenat u cilju

zastite kompresora

Fairwind split

Specifikacija ON/OFF
Onak el Unutra$nja jedinica MS12F-09HRN1-QC2 MS12F-12HRN1-QC2 MS12F-18HRN1-QC2 MS12F-24HRN1-QB8W
znaka modea Spolina jedinica MS12F-09HRN1-QC2 ~ MS12F-12HRN1-QC2  MS12F-18HRN1-QC2 MS12F-24HRN1-QB8W

Kapacitet

Hladenje BTU/h / KW 9000/ 2,64 12000/ 3,52 18000 / 5,28 24000 /7,03

Grejanje BTU/h / KW 9500/ 2,78 12500 / 3,66 18000 / 5,28 25000 /7,33

Elektricni podaci

Napajanje V, Hz, Ph 220-240, 50, 1 220-240, 50, 1 220-240, 50, 1 220-240, 50, 1

Potrosnja (W) Hladenje 820 1095 1650 2510
Grejanje 770 1014 1465 2280

i Hladenje 4,0 4.8 7,7 1,2

Radna struja (A) Grejanje 3.7 43 7.3 10,2

Karakteristike

EER/COP W/W 3,21/ 3,61 3,21/ 3,61 3,20/ 3,60 2,80/ 3,21

Protok vazduha (m3/h) Un. jedinica 460/360/300 580/500/400 800/700/500 1150/1050/900

Nivo buke Un. jedinica 41/33/29 40/36/30 45/40/33 48/45/41

(dB(A)) Sp. jedinica 55 56 60 58

Radni opseg (°C) Hladenje 18 -43 18-43 18-43 18 -43
Grejanje -7-24 -7-24 -7-24 -7-24

Di ije, tezina, di ije cevi

Neto dimenzije (mm), Un. jedinica 715x250x188 800x275x188 940x275x205 1045x315x235

SxVxD Sp. jedinica 700x540x240 780x540x250 760x590x285 845x700x320

Neto teZina (kg) Un./sp. 6,5/24,5 8,0/28,0 10,0 /36,5 12,0/49,0

Dimenzija pakovanja Un. jedinica 775x324x260 865x350x265 1015x350x265 1135x395x315

(mm), $xVxD Sp. jedinica 815x580x325 910x585x335 887x645x355 965x755x395

Bruto tezina (kg) Un./sp. 8,5/26,5 10,0/30,0 12,5/39,0 15,0/52,0

Dimenzije cevi (mm Tecnost fi6,35 (1/4) fi6,35 (1/4) fi6,35 (1/4) fi9,52 (1/4)

(in¢)) Gas fi9,52 (1/4) fi12,7 (1/2) fi12,7 (1/2) fi15,9 (5/8)

R410A 50Hz

Oznaka modela

* ErP split sistem: panel F8

Specifikacija ErP Inverter

Unutrasnja jedinica MS12FU-09HRFN1-QRDOGW MS12FU-12HRFN1-QRDOGW MS12FU-18HRFN1-QRDOGW  MS12F-24HRFN1-QRDOGW

Spoljnajedinica  MS12FU-09HRFN1-QRDOGW MS12FU-12HRFN1-QRDOGW MS12FU-18HRFN1-QRDOGW  MS12F-24HRFN1-QRDOGW
Kapacitet
Hiadenje BTU/h 9000 (4390 - 11250) 12000 (4870 - 15240) 17500 (5800 - 20300) 22000 (7240 - 24640)
kw 2,64 (1,29 - 3,30) 3,52 (1,43 -4,47) 5,13 (1,7 - 5,95) 6,45 (2,12-7,22)
Grejanje BTU/h 10000 (3300 - 12700) 13000 (3380 - 16640) 18000 (3820 - 21780) 25000 (4600 - 30000)
kW 2,93 (0,97 - 3,72) 3,81 (0,99 - 4,88) 5,28 (1,12 - 6,38) 7,33 (1,35-8,79)
Napajanje i tip invertera
Napajanje V, Hz, Ph 220-240, 50, 1 220-240, 50, 1 220-240, 50, 1 220-240, 50, 1
Tip invertera 3D DC inverter 3D DC inverter 3D DC inverter 3D DC inverter
Karakteristike
SEER (prose&no) W/W 6,1 6,7 6,4 6,1
Energetska klasa Hladenje A++ A++ A++ At++
P dizajn Hladenje 2,6 3,5 5,1 6,4
SCOP (proseéno) W/W 4,0 4,0 4,0 4,0
Energetska klasa Grejanje A+ A+ A+ A+
P dizajn Grejanje 2,4 3,2 4,5 5,2
Thiv °C -7 -7 -7 -7
Tol °C -15 -15 -15 -15
Protok vazduha (m3/h) Un. jedinica 650/560/450 650/560/450 850/620/540 1150/1070/880
Un. jedinica (Maks) 54 55 57 62
Snaga zvuka (dB(A)) Sp. jedinica 60 61 65 67
Radni opseg (°C) Hladenje -15-50 -15 - 50 -15-50 -15-50
Grejanje -15 - 30 -15 - 30 -15 - 30 -15- 30
Di ije, tezina, dil ije cevi
Neto dimenzije (mm), Un. jedinica 800x275x188 800x275x188 940x275x205 1045x315x235
SxVxD Sp. jedinica 780x540x250 810x558x310 810x558x310 845x700x320
Neto teZina (kg) Un.Jsp. 7,3/127,4 7,2/30,5 9,0/36,5 12,0/47,0
Dimenzija pakovanja Un. jedinica 865x350x265 865x350x265 1015x350x265 1135x395x315
(mm), $xVxD Sp. jedinica 910x585x335 930x615x400 930x615x400 965x755x395
Bruto tezina (kg) Un./sp. 9,3/29,6 9,1/33,0 12,2/39,4 15,2/50,0
Dimenzije cevi (mm Te&nost fi6,35 (1/4) fi6,35 (1/4) fi6,35 (1/4) fi6,35 (1/4)
(in¢)) Gas fi9,52 (3/8) fi9,52 (3/8) fi9,52 (3/8) fi9,52 (3/8)
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