55 |

Free Match

Features

24h Timer Emergency Self-Diagnosis and Auto
Operation Protection Function

SELF

Easy Cleaning
Panel and PP Filter

*

SOFT

Anti Mildew Cold Plasma Compressor Multi-Layer Air Soft Start Kits
Running Cenerator Indicator Purifying (DC Inverter)
Technology

FULL
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SUPER

High Efficient | Feel Anti-Cold Air Smart Running Super Cooling

Layout Function

1
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W
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Low Temperature Electronic Low Voltage Auto Restart Sleep Function

Heating Expansion Valve Running Function

Smart Running

Auto Defrost Wide-Angle

Louvers

Free Match Technology

Outdoor Units Connectable Indoor Units

46KW(2Rooms) ‘

8.2KW(4Rooms) |

— [; \
10KW({4Rooms) ‘
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Free Match R32 Free Match Technology

Heating

The upper air outlet covers human activity area and
the lower air outlet covers floor for more comfortable.

! Cooling

R32: | -

The upper and lower air vents are opened at the
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| same time for comfortable and fast cooling.

\

Model Name AST-07UW4RVEDIJOO AST-09UW4RVEDJIOO AST-12UW4RVEDJIOO AST-1BUW4RXADJIOO AST-24UW4RBBDI0O
Performance 19.5°C
Cooling capacity kw 21 26 35 5 7
Heating capacity kW 25 28 4 5.6 71
Power V/Hz/Phase 220~240/50/1 220~240/50/1 220~240/50/1 220~240/50/1 220~240/50/1
Power input w 45 45 44 70 52 20°C
Rated current A 0.2 0.2 0.2 0.3 0.24
Anti electric shock Class | Class| Class | Class| Class |
Degrees of protection IPX0 IPX0 IPX0 IPX0 IPXO
Air flow m*/h 550 550 600 1000 100 20°C
Noise Level (Sound Power) dB(A) (Max) 56 56 56 60 63
Noise Level (Sound Pressure)  dB(A) (Max/Min) 39/26 39/26 40/28 46/33 48/35
Net Dimension (W x H x D) mm 815 x 270 x 210 815x 270 x 210 815x% 270 x 210 915 x 315 x 229 1085 * 315 % 229
Net Weight kg 85 85 85 12 14.5 20°C
Package Dimension (W x H x D) mm 870 x 335 x 265 870 x 335 x 265 870 x 335 x 265 1000 x 390 x 315 1170 % 390 x 315
Gross Weight kg 10.5 105 1l 14 17
Diameter({Liquid) mm 6.35 6.35 6.35 6.35 9.52 2 0°C
Diameter(Gas) mm 952 9.52 9,52 127 15.88
R32: - R32:
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Model Name AST-09UW4RXETQOO  AST-T2UWARXETQOO  AST-IBUW4RBATQOOA  AST-24UW4RDBTQOOA Model Name AKT-09UR4RK4 AKTEIEUIRGRICS
Performance Cooling capacity kw 2.8 352
Cooling capacity kW 26 35 5 7 Heating capacity kw 3 3.8
Heating capacity kw 3 41 5.6 75 Power V/Hz/Phase 220~240/50/1 220~240/50/1
Power V/Hz/Phase 220~240/50/1 220~240/50/1 220~240/50/1 220~240/50/1 Power input w 20 25
Power input W 25 25 45 52 Rated current A 0.1 0.1

Rated current A 0.5 0.15 0.2 0.24 Anti electric shock Class | Class |
Anti electric shock Class| Class| Class | Class | Degrees of protection IPX0 IPX0
Degrees of protection IPX0 IPX0 IPX0 IPX0 Air flow m/h 550 600

Air flow i 600 620 1000 oo Noise Level (Sound Power) dB(A) (Max) 50 55

Noise Level (Sound Power) dB(A) (Max) : 56 56 €0 63 Noise Level (Sound Pressure) dB(A) (Max/Min) 38/36/32 43/41/39
N0|se.Level '(Sound Pressure)  dB(A) (Max/Min) 39/28 40/28 46/33 48/35 Net Dimension (W x H x D) mm 700 % 630 X 220 700 % 630 x 220
Net Dimension (W x H x D) mm 850 x 270 x 208 850 x 270 x 208 1014%231x315 1185%315%231 Net Weight kg 5 15
BeEWelout kg 85 5 12 L Package Dimension (W x H x D) mm 840 x 730 % 340 840 x 730 x 340
Package Dimension (WxH=D) mm 1000 % 335 % 260 1000 x 335 x 260 1066x390%315 1236%390%315 : .

Gross Weight kg 0 1 “ 16 Gross Welg.ht-llndoor Unit kg 19 19
Diameter(Liquid) mm 6.35 6.35 6.35 9.52 Diameter{Licjuid) mm 6.35 6.35
Diameter(Gas) mm 952 952 127 15.88 Diameter(Gas) mm 952 9.52




Free Match R32

R32:

Free Match Technology

18000 Btu/h 27000Btu/h
36000Btu/h
Type(Free Match) up to 2 indoor units up to 2 indoor units up to 3 indoor units up to3indoor units up to 4 indoor units up to 4 indoor units
Mode AMW?2-14U4RRA AMW2-18U4RXA AMW3-21U4RFA AMW3-24U4RFA AMW4-27U4RAA AMW4-36U4RAA
Gas R32 R32 R32 R32 R32 R32
Capacity Pdesign Cooling kW 4.1 5.2 6.3 7.2 8.0 10.0
Pdesign Heating kw 4.2 55 55 55 8.0 8.0
Cooling kw 4.1 52 6.3 7.2 8.0 10.0
Heating kw 4.5 6.0 72 79 9.0 1.0
m3/h 2200 2800 3000 3000 4000 4000
Air flow w/w 410 3.77 4.28 3.85 3.56 3.23
EER wW/W 4.50 4.20 4.04 3.90 4.00 3.93
CcoP 6.61 7.21 6.9 6.8 7.01 6.50
SEER 41 4 4.01 4.01 4.05 4.01
SCOP Cooling At At Att A+ At+ A+
EEL Rank Heating At At A+ At A+ At
Noise Level/sound power dB(A) (Max) 62 64 68 68 68 68
Guaranteed Operating Range Cooling °C -15~48 -15~48 -15~48 -15~48 -15~48 -15~48
Heating °C -15~24 -15~24 -15~24 -15~24 -15~24 -15~24
Compressor model Model GSDTI3RKRAS8 IV6 KTN150D42UFZ KTM240D57UMU KTM240D57UMU KTF235D22UMT KTF235D22UMT
Brand HITACHI GMCC GMCC GMCC GMCC GMCC
Net Dimension (W % H x D) mm 730 %536 x 260 810 x 280 x 580 860 x 670 x 310 860 % 670 % 310 950 x 840 x 340 950 x 840 x 340
Net Weight kg 34 37 49 49 67 67
Package Dimension (W x H x D) mm 860 x 600 x 400 940 % 385 x 630 990 x 450 x 730 990 x 450 x 730 MO x 460 x 920 M0 x 460 x 920
Gross Weight kg 36 39.5 54 54 72 72
Piping Diameter{Liquid) mm 6.35 6.35 6.35%3 635%3 6.35%4 635%4
Diameter(Gas) mm 9.52 9.52 9.52x3 9.52x3 9.52x4 9.52x 4
Max Length(Each) m 15 15 20 20 20 20
Max Length( Total) m 30 30 45 45 60 60
Max Height m 15 15 15 15 15 15
Upload refrigerant g 950 1070 1450 1450 2200 2200
Upload additional refrigerant g/m 12g/m over15m 12g/m over15m 12g/m over15m 12g/m over15m 12g/m over 20m 12g/m over 20m
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Free Match R410

R410A

Hisense

| —

Model Name AST-07UW4SVETD10 AST-09UW4SVETDIO AST-12UW4SVETDIO AST-18UW4SFATDIO AST-24UW4SDBTD10
Performance
Cooling capacity kw 21 26 3.5 5 6.5
Heating capacity kw 25 2.8 3.8 5.3 6.8
Power V/Hz/f 220~240/50/1 220~240/50/1 220~240/50/1 220~240/50/1 220~240/50/1
Power input W 42 42 44 70 52
Rated current A 0.2 0.2 0.2 0.3 0.24
Anti electric shock Class | Class | Class| Class|| Class |
Degrees of protection IPX0 IPX0 IPX0 IPX0 IPX0
Air flow m*/h 500 500 600 900 100
Noise Level (Sound Power) dB(A) (Max) 56 56 56 60 63
Noise Level (Sound Pressure) dB(A) (Max/Min)  38/25 38/25 39/25 46/39 50/41
Net Dimension (W x H x D) mm 850 x 270 x 208 850 x 270 x 208 850 x 270 x 208 960 % 315 x 230 1131 % 315 % 230
Net Weight kg 8.5 8.5 8.5 12 13
Package Dimension (W x H x D)mm 900 x 335 % 260 900 x 335 x 260 900 x 335 x 260 1022 x 380 x 302 1220 % 400 x 310
Gross Weight kg mn 1 n 15 16
Diameter(Liquid) mm 6.35 6.35 6.35 6.35 9.52
Diameter(Gas) mm 9.52 9.52 9.52 127 15.88
R416A
Model Name AMD-09UX4SID AMD-12UX4SID AMD-18UX45ID
Performance
Cooling capacity kW 2.6 32 5
Heating capacity kW 3 37 5.5
Power V~Hz,ph 220~240/50/1 220~240/50/1 220~240/50/1
Power input W 4t 44 66
Rated current A 0.2 0.2 03
Anti electric shock Class | Class | Class |
Degrees of protection IPX0 IPX0 IPX0
Air flow m’/h 520 520 700
Noise Level (Sound Power) dB(A)Max) 50 50 54
Noise Level (Sound Pressure) dB(A) (Max/Min) 35/25 35/25 39/27
External static pressure Pa 30/10 30/10 30/10
Net Dimension (W x H x D) mm (700+70) %190 x 600 (700+70) %190 x 600 (700+70) %190 x 600
Net Weight kg 20 20 21
Package Dimension (WxHxD) mm 946 % 236 X 692 946 % 236 X 692 946 x 236 % 692
Gross Weight kg 24 24 25
Diameter(Liquid) mm 6.35 6.35 6.35
Diameter(Gas) mm 9.52 9.52 12.7

R410A

Free Match Technology

Model Name

AMC-12UX4SAA

AMC-18UX4SAA

Power V/Hz/f 220~240/50/1 220~240/ 50/1
Performance
Cooling capacity kw 35 5
Heating capacity kw 4 55
Power V/Hz/f 220~240/ 50/1 220~240/ 50/1
Power input wW 70 70
Rated current A 0.32 0.32
Anti electric shock Class | Class |
Degrees of protection IPX0 IPX0
Air flow m/h 800 800
Noise Level (Sound Power) dB(A) (Max) 59 59
Noise Level (Sound Pressure) dB(A) (Max/ Min) 47/ 40 47/ 40
Net Dimension - Indoor Unit (W x H x D) mm 570 x 270 x570 570 x 270 x 570
Net Dimension - Panal (W X H x D) mm 650 % 30 x 650 650 x 30 x 650
Net Weight - Indoor Unit kg 21 21
Package Dimension - Indoor Unit (W x H % D) mm 750 x 360 x 690 750 % 360 x 690
Package Dimension - Panel (W x H x D) mm 730 % 130 % 730 730 %130 X 730
Gross Weight - Indoor Unit kg 25.5 25.5
Diameter (Liquid) mm 6.35 6.35
Diameter (Gas) mm 9.52 12.7
|
R416A
Model Name AMV-12UX4SA AMV-1BUX4SA
Power V/ Hz/f 220~240/ 50/ 1 220~240/ 50/1
Performance
Cooling capacity kw 35 5
Heating capacity kw 4 5.5
Power V/ Hz/ f 220~240/ 50/ 1 220~240/ 50/1
Power input W 70 70
Rated current A 0.32 0.32
Anti electric shock Class | Class |
Degrees of protection IPX0 IPX0
Air flow m*/h 800 800
Noise Level (Sound Power) dB(A) (Max) 59 59
Noise Level (Sound Pressure) dB(A) (Max/ Min) 47/ 40 47/ 40
Net Dimension - Indoor Unit (W x H x D) mm 900 X190 X 447 900 %190 X 447
Net Weight - Indoor Unit kg 19 19
Package Dimension - Indoor Unit (W x H x D) mm 1070 % 236 x 580 1070 % 236 x 580
Gross Weight - Indoor Unit kg 24 24
Diameter (Liquid) mm 6.35 6.35
Diameter (Gas) mm 9.52 12.7
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Free Match R410

R410A

14000 Btu/h

Free Match Technology

18000 Btu/h

24000Btu/h 28000Btu/h

36000Btu/h

Type(Free Match) up to 2 indoor units up to 2 indoor units up to 3 indoor units up to 4 indoor units up to 4 indoor units up to 4 indoor units
Mode AMW2-14U4SRE AMW?2-18U4SXE AMW?3-24U4SAD1 AMW4-28U45AD1 AMW4-36U45AD1 AMW4-36U6SAD1
Gas R410A R410A R410A R410A R410A R410A
Performance
Pdesign Cooling kw 4.1 5.2 7 8.2 10 10
Pdesign Heating Average kw 4.2 5.2 75 8.3 9 9
Capacity Cooling kw 4.1(1.4~5.5) 5.2 (1.8~6.5) 7.0(2.4~8.0) 8.2 (29-9.0) 10.0 (3.0~11) 10.0 (3.0~11)
Btu/h 13990(4780~18766) 17742(6141~22178) 23880(8180~27296) 27978 (9894~30708) 34120 (10236~37532) 34120 (10236 ~37532)
Heating kw 4.5(0.9~5.0) 6.0(1.4~6.3) 8.4(21~9.2) 9.0(2.5~10.0) 1 (3.0~12) T (3.0~12)
Btu/h 15354(3070~17060) 20472(4776~21495) 28660(7165~31390) 30708 (8530~34120) 37532 (10236 ~40944) 37532 (10236 ~40944)
Air flow m*/h 2200 2800 4500 4500 4800 4800
SEER 6.35 6.5 71 72 72 72
SCOP 4 4,05 4] 41 4,01 4,01
EER wW/wW 3.56 3.42 3.89 3.73 3.35 3.23
copP wW/wW 4.09 4.00 3.82 4,09 3.93 3.93
EEL Rank Cooling At+ At+ At+ A+t At+ A+t
Heating A+ A+ A+ A+ A+ A+
Noise Level (Sound Power) dB(A) (Max) 62 64 68 68 68 68
Noise Level (Sound Pressure) dB(A) (Max) 55 55 59 59 59 59
Guaranteed Operating Range Cooling °C -15~48 -15~48 -15~43 -15~43 -15~43 -15~48
Heating °‘C -15~24 -15~24 -10~24 -10~24 -10~24 -10~24
Dimension & Weight
Net Dimension (W x H x D) mm 730 % 536 x 260 810 x 280 x 580 950 x 840 x 340 950 x 840 x 340 950 x 840 x 340 950 x 840 x 340
Net Weight kg 33 37 66 67 67 67
Package Dimension (W x H x D) mm 860 x 400 x 600 940 x 385 % 630 110 x 980 x 460 1110 x 980 x 460 110 x 980 x 460 1110 x 980 x 460
Gross Weight kg 35.5 39.5 76 77 77 79
Technical Information
Piping Diameter(Liquid) mm 6.35x2 6.35x2 6.35x3 6.35x4 6.35x4 6.35%4
Diameter(Gas) mm 9.52x2 9.52x%x2 9.52x3 9.52x4 9.52x4 9.52x4
Max Length(Each) m 15 15 25 25 25 25
Max Length( Total) m 30 30 60 60 60 60
Max Height m 10 10 15 15 15 15
Upload refrigerant g 1200 1320 2200 2600 2600 2600
Upload additional refrigerant a/m 159/m over 15m 15g9/m over 15m 15g/m over 20m 159/m over 20m 15g/m over 20m 159/m over 20m




