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2322

SRR-ZJ

3.5 (0.9~4.1)
4.2 (0.9~5.1)
1.08 / 1.10
3.24 / 3.82

5.1 / 4.8 / 4.6
9

56 / 57
62 / 62

42 / 37 / 30
43 / 40 / 32

50 / 50
9.0 / 7.5 / 5.5
11.0 / 9.5 / 7.0

32.5 / 29.5

SRR25ZJ-S
SRC25ZMX-S

SRR35ZJ-S
SRC35ZMX-S

1 Phase, 220 - 240V, 50Hz
2.5 (0.9~3.2)
3.4 (0.9~4.7)
0.58 / 0.75
4.31 / 4.53

3.7 / 3.6 / 3.4
9

54 / 55
60 / 60

40 / 35 / 29
41 / 38 / 31

47 / 47
8.5 / 7.0 / 5.0
10.0 / 9.0 / 6.5

29.5 / 27.0

SPECIFICATIONS

The data are measured under the following conditions(ISO-T1).  Cooling: Indoor temp. of 27˚CDB, 19˚CWB, and outdoor temp. of 35˚CDB.   Heating: Indoor temp. of 20˚CDB, and outdoor temp. of 7˚CDB, 6˚CWB.

* Indicates  the  value in an anechoic chamber.During operation  these  values  are  somewhat  higher due to ambient conditions.

R410A FDTC-VF

SRC25ZMX-S, SRC35ZMX-S

SRR25ZJ-S
SRR35ZJ-S

10m

15m
Maximum height difference

Maximum pipe length

Refrigerant pipe length

SRR25ZJ-S, SRR35ZJ-S

OPTIONAL PARTS FOR DUCT TYPE

4

2

3

1

1 2 3 4RTS12 RFJ22 RDU12ERBF12
Back side air intake filter Bottom air inlet grille set Duct joint for air outlet plate Drain up kit

FUNCTION
Comfortable Functions Maintenance & Prevention Functions

MC Diagnostic
Self

SRC25ZMX-S, SRC35ZMX-S SRC40ZMX-S, SRC50ZMX-S, 
SRC60ZMX-S

FDTC25VF, FDTC35VF

10m

15m
Maximum height difference

Maximum pipe length

Refrigerant 
pipe length

FDTC40VF, FDTC50VF
FDTC60VF

20m

30m
Maximum height difference

Maximum pipe length

230 x 740 x 455
595 x 780(+62) x 290

22 / 35
6.35(1/4") / 9.52(3/8")

Max. 15
Max. 10 / Max.10

-15~46
-15~21
-

1 Phase, 220 - 240V, 50Hz
4.0 ( 1.1 ~ 4.7 )
4.5 ( 0.6 ~ 5.4 )

1.04 / 1.10
3.85 / 4.09

5.0
12
60
63

42 / 36 / 30
42 / 36 / 32 

50 / 50
11.5 / 9 / 7
11.5 / 9 / 8

36 / 33
Unit : 248 x 570 x 570  Panel : 35 x 700 x 700

-15~46
-15~21

TC-PSA-25W-E

595 x 780(+62) x 290
18.5 (Unit : 15  Panel : 3.5 ) / 35

6.35(1/4") / 9.52(3/8")
Max. 15

Max. 10 / Max.10

FDTC35VF
SRC35ZMX-S

FDTC40VF
SRC40ZMX-S

FDTC25VF
SRC25ZMX-S

FDTC50VF
SRC50ZMX-S

FDTC60VF
SRC60ZMX-S

3.6 ( 0.9 ~ 4.1 )
4.25 ( 0.9 ~ 5.1 )

1.07 / 1.16
3.36 / 3.66

5.3 / 5.1 / 4.9
9
58
58

40 / 36 / 30
42 / 35 / 32

50 / 50
9.5 / 9 / 7
10 / 9 / 8

32.5 / 29.5

2.55 ( 0.9 ~ 3.2 )
3.45 ( 0.9 ~ 4.7 )

0.6 / 0.84
4.25 / 4.11

4.1 / 4.0 / 3.8
9
56
56

36 / 32 / 29
38 / 33 / 29.5

47 / 47
9 / 8 / 6.5

9.5 / 8.5 / 7
29.5 / 27.0

5.0 ( 1.1 ~ 5.6 )
5.4 ( 0.6 ~ 6.3 )

1.56 / 1.45
3.21 / 3.72

5.0
14
60
63

42 / 36 / 30
42 / 36 / 32 

54 / 50
11.5 / 9 / 7
11.5 / 9 / 8

40 / 33

640 x 800(+71) x 290
18.5 (Unit : 15  Panel : 3.5 ) / 45

6.35(1/4") / 12.7(1/2")
Max. 30

Max. 20 / Max.20

5.6 ( 1.1 ~ 6.3 )
6.7 ( 0.6 ~ 6.7 )

1.99 / 2.07
2.81 / 3.24

5.0
14
60
64

46 / 39 / 30
46 / 39 / 32

54 / 54
13.5 / 10 / 7
13.5 / 10 / 8

41.5 / 39

SPECIFICATIONS

Fits into standard 
600 x 600 ceiling

Drain can be discharged upward 
by 600mm from the ceiling surface 
close to the indoor unit. It allows a 
piping layout with a high degree of 
freedom depending on the 
installation location.

According to room temperature conditions, four directions 
of air flow can be controlled by individual flap as 
preferred. As individual flap control is available even after 
installation,  installation area became wider than before.

Selection of flap position is 
possible. lndividual flaps can be 
set at different angles.

Upper
position

Movable
range

Lower
position

Ceiling Concealed type 4way Ceiling Cassette type

Standard equipment

Self Clean
Operation
Self Clean
Operation
Self Clean
Operation

Wireless remote control (option)

RCN-TC-24W-ERRC-E5

Wired remote control (option)

RCH-E3

FDTC25VF, FDTC35VF, 
FDTC40VF, FDTC50VF, 
FDTC60VF

R410A

Flexible hose

600mm

The data are measured under the following conditions(ISO-T1).  Cooling: Indoor temp. of 27˚CDB, 19˚CWB, and outdoor temp. of 35˚CDB.   Heating: Indoor temp. of 20˚CDB, and outdoor temp. of 7˚CDB, 6˚CWB.

* Indicates  the  value in an anechoic chamber.During operation  these  values  are  somewhat  higher due to ambient conditions.
    Powerful-Hi can be selected. Sound level dB(A):25VF(Cooling:38 Heating:39), 35VF(Cooling:41 Heating:43), 40/50/60VF(Cooling:47 Heating:47), Airflow m3/min:25VF(Cooling:10 Heating:10.5), 35VF(Cooling:11 Heating:11.5),  
40/50/60VF(Cooling:13.5 Heating:13.5)

SRR25/35ZJ can be selected for use as indoor 
units in the combination with SCM Multi system 
outdoor unit. 

SingleSingle
MultiMulti

All FDTC-VF series (except FDTC40VF) can be 
selected for use as indoor units in the combination 
with SCM Multi system outdoor unit.

SingleSingle
MultiMulti

Others

Restart
AutoBack-up

Switch
Luminous

FUNCTION
Comfortable Functions Comfortable Air Flow Functions

Auto Flap Memory UP/DOWN
Others

Restart
AutoBack-up

Switch

Maintenance & Prevention Functions

MC Diagnostic
Self

RC-EX1A

Convenient & Economy Functions
On Timer

24h Timer
Economy

DRY

OFF Timer Sleep
Convenient & Economy Functions

On Timer
24h Timer DRY

OFF Timer Sleep




